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Ethernet-Serial Server

TCP/IP

To corfigure network settings of Ethernet-Serial Server. After saving
configuration you have to restart the device to make the settings effective.

DHCP ™ Obtain an IP automatically

IP Address 193 [204  [e53 [ag

Default Gateway [153  [204  [253  [50

Subnet Mask 255 [255  [255 [0

SNMP

By enabling SNMP you allow the managemert utty to collect the
information of Ethemet-Serial Server. You can change the device
network identity as well by changing the system nare, location and

contact.

SNMP ¥ Enable
SysName reme
SysLocation ocetion
SysContact eomoct
Read Community [pubic
Write Community [prvate
Trap Server P | o o

T ColdiWarm Start
Alert Event (e 3:"""

T Authentication Failure
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Ethernet-Serial Server
Overview
The general device information of Ethernet-Serial Server.
Model Name SES5001-52
IP Address 193204 253 49
MAC Address 00:60:E9:02:C8:C3
SysName name
SysLocation location
SysContact contact
Kernel Version V245
AP Version TerminalSry v3 30X
Link Status A
Note:
About Link Status field
"S" for TCP Server mode and Listening
for TCP Server and Connected
for TCP Client mode and NOT Connected
for TCP Client mode and trying to Connect
for TCP Client mode and Connected
"U" for UDP mode
1=
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Ethernet-Serial Server

LINK1

To choose specific working mode for COM port

@« TCP Server © TCP Client ~ UDP
Enable VirtualCOM for SerialilP I~ Enable
Pair Connection I~ Enable

Enable VirtualCOM Authentication
(Note: An empty password will fail | I~ Enable
to authenticate)

Local Listening Port 3001
IP Filter I~ Enable
Source IP 193.204.253.49

Idle Time Before Sending TCP [+ *10sec o

Alive Packet (0~255, 0:Disable)
TCP Inactivity Time Before [ sec
Disconnect (0~255, 0:Disable)
ComM1 I~
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Disconnect

TCP Inactivity Time Before

B

COM1

To corfigure COM port parameters.

Serial Interface RS-232

Alias Name

Baud Rate [38400 =]

Parity “None ©Odd CEven ¢ Mark © Space
Data Bits ©7bits & 8bits

Stop Bits &bt ©2bits

Flow Control ©None RTS/CTS CDTRDSR ¢ XonfXoff

Empty Serial Buffer When
TCP Connection is Established

CYES #No, (Defaul Yes)

Data Packet Delimiter

 Inter-character Time Gap

B msec (0~30000, 0Disable)
© Characters

00 ('0x" + Hex Code, e.g. "0x0d" o "DxDdDa")

Save Configuration
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